
STANDOFF POINTS 
GUARDRAIL

Member of

SIMONSWERK

GROUP©
 D

o
cu

m
e

n
t 

é
m

is
 p

a
r 

la
 s

o
ci

é
té

 S
a

d
e

v 
- 

R
e

p
ro

d
u

ct
io

n
, m

o
d

if
ic

a
ti

o
n

 e
t 

co
m

m
u

n
ic

a
ti

o
n

 in
te

rd
it

e
s 

sa
n

s 
a

u
to

ri
sa

ti
o

n
. C

ré
d

it
s 

p
h

o
to

s 
©

 : 
S

A
D

E
V

 -
 D

O
C

B
R

O
-R

O
M

E
O

-F
R

-2
6

0
9

2
2

sadev.com 
follow us on

Tél. +33(0) 4 50 08 39 00   info@sadev.com 

76, chemin des Poses - 74330 Poisy (France)

000110
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Fixing glass the first time

Position the fixing point

Horizontal adjustment: + or - 10 mm

Multidirectional adjustment (eccentric): + or - 5 mm

Depth adjustment: + or - 5 mm

Adjusting glass plumb

ULTRA-EASY

ADJUSTMENT SYSTEMS

FOR MOUNTING3

SETTING1
st

SETTING2
nd

SETTING3 
rd

1   Ajustement 
Horizontal  
+ 10 mm 
 -

2   Ajustement 
profondeur  

0/+ 5 mm

1    Horizontal 
adjustment 
+ 10 mm 
 -

2   Depth 
adjustment  

0/+ 5 mm

STANDOFF POINTS

Ref. 000110 (Stainless steel 304) 
Ref. 000110A4 (Stainless steel 316)

TECHNICAL DATA

SPECIFICITY Dual glass adjustment system

Diameter 50mm

Heigh 40mm to 45mm

Weight 465 gr

Subject Stainless steel 304 & 316

Tightening  

the glass screw

Hardened monolithic = Mini 15 N.m 

Tempered laminate

Type of glass
Laminated glass - tempered type  

8 /8, 10/10, 12/12 or 15/15 

according to configuration

Screws
Socket head screw ø12.  

Dowel to be defined according to nature of the 

slab or support. Excluding SADEV supply.

Screws for glass Cylindrical ø50

Glass dimension 

approved

Height 1 260 mm 

Lenght 1 000 to 1 400 mm

Glass thickness

17.52 mm 

21.52 mm 

25.52 mm 

31.52 mm

CERTIFICATIONS

Test report N°BEB1.9.4027-9

Test report N°BEB1.9.4027-15

Test report N°BEB1.9.4027-16

250

BROCHURE • 0001103

DO YOU KNOW

ALL THE ADVANTAGES

000110?of our

3   Adjustment 
multidirectional  
+ 5 mm 
 -

3   Adjustment 
multidirectional  
+ 5 mm 
 -

3   Adjustment 
multidirectional  
+ 5 mm 
 -

3   Adjustment 
multidirectional  
+ 5 mm 
 -
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DIMENSIONS

600 maxi

GLASS DRILLING

This configuration shows the 

dimensions and layout of the 

parts to create a guardrail 

with stand-off fixing points. 

Remember to order dowels and 

ø12 fixing screws for the fixing 

points. SADEV does not supply 

these elements as they depend 

on the structure in which they 

will be fixed.

For indoor use: 304 stainless steel

FINISH

AN ATTRACTIVE
MODERN

Stainless steel brushed 

Ref. 000110

Black 

Ref. 000110N

Copper 

Ref. 000110CU

Gold 

Ref. 000110OR

Champagne 

Ref. 000110CH

Champagne brushed 

Ref. 000110CH-B

Copper brushed 

Ref. 000110CU-B

Gold brushed 

Ref. 000110O-RB

Glass clamping screw

Plug

Body

Shock 
absorber

Threaded  
bush

Protective  
washer

Flask

Protective  
washer

TECHNICAL DRAWINGS
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STANDOFF POINTS - Height 30 mm

Ref. 000130

TECHNICAL DATA

SPECIFICITY Adjustment + or - 10 mm

Diameter 50 mm

Height 30 mm

SADE

V

 S A DE

V

DRILLING PLAN

DRILLING PLAN

3

DIMENSIONS

STANDOFF POINTS - Height 20 mm

Ref. 000120

Black finish

Black finish

Reference Material Glass thickness

000120 Stainless steel 304 17.52 > 21.52 mm

000120-25 Stainless steel 304 22 > 25.52 mm

000120N
Stainless steel 304 

Black finish
17.52 > 21.52 mm

000120A4 Stainless steel 316 17.52 > 21.52 mm

Reference Material Glass thickness

000130 Stainless steel 304 17.52 > 21.52 mm

000130-25 Stainless steel 304 22 > 25.52 mm

000130N
Stainless steel 304 

Black finish
17.52 > 21.52 mm

000130A4 Stainless steel 316 17.52 > 21.52 mm

TECHNICAL DATA

SPECIFICITY Adjustment + or - 10 mm

Diameter 50 mm

Height 20 mm

SADE

V

 S A DE

V

SADE

V

 S A DE

V

SADE

V

 S A DE

V
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