
OUR WINDOW BALUSTRADE 
WITH ITS 1 CLIC INSTALLATION
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sadev.com 
follow us on

Tél. +33(0) 4 50 08 39 00   info@sadev.com 

76, chemin des Poses - 74330 Poisy (France)

Member of

SIMONSWERK

GROUP



ROMEO CARE • JULIET BALCONY RAILING3 4ROMEO CARE • JULIET BALCONY RAILINGROMEO CARE • POUR BALCON À LA FRANÇAISE3 ROMEO CARE • JULIET BALCONY RAILING3

A RE VOLUTIONARY E ASY INS TALL ATION

UNIQUE ON THE MARKE T

OPC® SYSTEM

STEP  
1

Open by turning  
the movable part

STEP  
2

Place  
the glass and close back 
the movable part

STEP  
3

Clip the cover

x1

Open

Position

Clip
Its locking system make glass panels installation easier 

TOP MOUNTING
From inside

TOP MOUNTING
From outside

SIDE MOUNTING
From inside and outside

ALL INSTALLATION TYPES WITH ONLY ONE PRODUCT

PRE-ASSEMBLED  
READY TO INSTALL IN 1 CLICK !

Only 1 person for top and side mounting. 

Only 5 fastenings per profile.



05.05 (10.4> 11.9mm) 

06.06 (12.4 > 13.2mm) 

08.08 (16.2 > 18.2mm) 

10.10 (20.4 > 22.2mm)

MAXIMUM GLASS WIDTH.  
3 000mm without intermediate structure

AVAILABLE IN DRILLED AND NON-DRILLED KIT 

6.2 M LENGTH AVAILABLE FOR STORAGE

SPECIFIC HEIGHT POSSIBLE  
(on request)

Standard Kit  
1 000mm and 1 100mm 

to

AVAILABLE FOR  
THE FOLLOWING GLASS THICKNESS

5.5 10.10
FOR GLASS HEIGHT

500mm to 1 300mm

LOW ECOLOGIC AL IMPAC T

Romeo allows maximizing solar gain and enjoying  
a perfectly clear view in complete safety. 
Romeo is the ONLY SYSTEM VALIDATED WITH  
A 5.5 HST TEMPERED GLASS

- LOW VISUAL DISTORTION

- LOW CARBON IMPACT

- LIGHT AND EASY TO INSTALL 

ROMEO  is a 100% RECYCLABLE product
More info on 

EDP available on 

HIGH PERFORMANCE GUARDRAIL

37 mm

52 mm

5

Compact size

A SOLUTION  

RE ADY TO USE 

6ROMEO CARE • JULIET BALCONY RAILING

We offer customized kit for specific 
glass height or / and specific finish

For any demand, please contact us.

• wood carpentry

•  aluminum carpentry

• PVC carpentry

• concrete

INSTALLATION  
ON ALL SUPPORT

ROMEO CARE • JULIET BALCONY RAILING
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CODE 01 :  

NATURAL 

ANODIZED 

ALUMINUM

CODE 00 :  

RAW 

ALUMINUM

Choose the color which best fit to your facade or window frame.

CODE 03W : 

WHITE 9016 SATIN 

(30% gloss)

CODE 03G : 

GREY 7016 SATIN 

(30% gloss)

CODE 03 : 

RAL  

(Color on request)

CHOOSE  
YOUR STYLE

Keep an elegant and 
successful design of your 
window guardrail by opting 
for a handrail that will bring 
contrast to your project.

In addition to the aesthetic 
side, its main function remains 
the glass top protection which 
is the most fragile part.

STAINLESS STEEL,  
contemporary styling

Design and sophisticated, stainless steel  

is recognized for its durability 

ITS ADVANTAGES:

• Strong

• Resistant to temperature variation

•  Very little maintenance (with the Sadev cleaning Kit)

   CONTACT US  
TO RECEIVE  
OUR BROCHURE  
with all our handrails 

ALUMINUM,  
A modern look

The right finish for different project styles.

ITS ADVANTAGES:

• Resistant and lasting material

• Sober design

• Very little maintenance (with the Sadev cleaning Kit)

Ref. 0010201308250

Ref. 0010201410300A4

HANDRAILFINISHES

Profiles can be powder-coated to match with the architectural design.

A PERFECT HARMONY
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PRI VAT E V IL L A

CORSICA

Glass width : 1 900mm

Glass height : 964mm

Glass thickness : 08.08

Support material : wood

Installation : top mounting

Finish : 7016 Grey satin

ROMEO CARE • JULIET BALCONY RAILING
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FIXINGS FIXINGS

Material Bimetal

Surface Flake zinc

RoHS-compliant Yes

Head type Hexagon head with collar

Drive type Hexagon

Thread type Self-tapping screw thread

Shape of tip Drilling tip

Support material Steel, Aluminum

Approval ETA-10/0184

Aluminum fixing the screw needs a minimum  
of 2 thicknesses with a total 
thickness «t» ≥ 3 mm.

Steel fastening the screw needs a minimum  
of a thickness «t» ≥ 1,5 mm.

Support  
material

Screw  
Material

Screw dimensions
Length (B) C (min) Reference

Diameter Length

Aluminum  
or steel

Stainless steel 
A2

Ø4,8 50 mm 0 – 19 mm 40 mm 09FIX-VAPA2-04050

Ø6,3

50 mm 0 – 25 mm 40 mm 09FIX-VAPA2-06050

60 mm 25 – 35 mm 50 mm 09FIX-VAPA2-06060

70 mm 35 – 45 mm 60 mm 09FIX-VAPA2-06070

85 mm 45 – 60 mm 75 mm 09FIX-VAPA2-06085

100 mm 60 – 75 mm 90 mm 09FIX-VAPA2-06100

115 mm 75 – 90 mm 105 mm 09FIX-VAPA2-06115

130 mm 90 – 105 mm 120 mm 09FIX-VAPA2-06130

150 mm 105 – 125 mm 140 mm 09FIX-VAPA2-06150

Steel
Galvanized  

steel

Ø4,8

50 mm 0 – 25 mm 40 mm 09FIX-VAPAZ-04050

60 mm 25 – 35 mm 50 mm 09FIX-VAPAZ-04060

70 mm 35 – 45 mm 60 mm 09FIX-VAPAZ-04070

85 mm 45 – 60 mm 75 mm 09FIX-VAPAZ-04085

Ø6,3

50 mm 0 – 25 mm 40 mm 09FIX-VAPAZ-06050

60 mm 25 – 35 mm 50 mm 09FIX-VAPAZ-06060

70 mm 35 – 45 mm 60 mm 09FIX-VAPAZ-06070

80 mm 45 – 55 mm 70 mm 09FIX-VAPAZ-06080

100 mm 55 – 75 mm 90 mm 09FIX-VAPAZ-06100

110 mm 75 – 85 mm 100 mm 09FIX-VAPAZ-06110

140 mm 85 – 115 mm 130 mm 09FIX-VAPAZ-06140

150 mm 115 – 125 mm 140 mm 09FIX-VAPAZ-06150

DRILLING SCREW 
Hexagon head A2 stainless steel with drill tip 
and moulded thread made of hardened steel

To fasten metal profiles to metal substructures made  
of steel or aluminum

PVC  
LAYOUT

 WOOD 
LAYOUT

ALUMINUM 
LAYOUT

Top Mounting

Top Mounting Top Mounting Side Mounting

Top Mounting

WOOD SCREW - Domed cylindrical head, M6

Screw dimensions

Diameter Length Reference

Ø6

40 mm 09FIX-VBOAZ-06040

50 mm 09FIX-VBOAZ-06050

60 mm 09FIX-VBOAZ-06060

70 mm 09FIX-VBOAZ-06070

Material Tempered steel

RoHS-compliant Yes

Head shape Domed cylindrical head

Thread type Wood screw thread

Thread type Total thread

Thread form Double thread

Point shape Point

Length

d
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Approval ETE

Nominal drill diameter 12mm

Thread M6

Approval ETA

Thread M6

HIGH PERFORMANCE ANCHOR - M6 threaded sleeve

Electro galvanized steel (I) or stainless steel (IR)

Anchoring length Material Reference

77,5 mm Electro galvanized steel 09FIX-CDAZ-06

77,5 mm Stainless steel 09FIX-CDA4-06

Anchoring length Material Reference

60 mm Stainless steel A4 09FIX-VBAZ-06

Approval ETE

Approval ICC

Nominal drill diameter 10mm

Wrench opening 10mm

Thread M6

HIGH PERFORMANCE ANCHOR -  with hexagon-head screw

Galvanized steel (I) or stainless steel (IR)

Anchoring length Material Reference

70 m Galvanized steel 09FIX-CDAZ-06070

75mm Galvanized steel 09FIX-CDAZ-06075

110mm Galvanized steel 09FIX-CDAZ-06110

69mm Stainless steel 09FIX-CDA4-06069

84mm Stainless steel 09FIX-CDA4-06084

 STONE 
LAYOUT

 CONCRETE 
LAYOUT

 CONCRETE 
LAYOUT

Side Mounting Side Mounting

Side Mounting

Top Mounting Top Mounting

Top Mounting

CONCRETE SCREW - M6 with domed cylindrical head, TX30 drive

Stainless steel A4

FIXINGS FIXINGS
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Drilling spacings 
calculation

Dimensions A B

Kit < 700mm - -

Kit > or = 700mm 100 200

TECHNIC AL PL AN TECHNIC AL PL ANTop Mounting Side Mounting

Drilling spacings 
calculation

Dimensions A B

Kit < 700mm - -

Kit > or = 700mm 100 200

Glass width = L-74 mm

Fixing = L-54 mm

Overall  dimensions = L

Glass width = L-74 mm

Overall  dimensions = L

Standard rebate = 15 mm on each side  
Glass width tolerance = +- 4 mm
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Standard rebate = 15 mm on each side  
Glass width tolerance = +- 4 mm
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SPECIFIC ATIONS

Test your custom 
configurations for your 
projects in our testing 
center.  
Our tests are carried 
out according to CSTB 
specifications 3034V3 
standard.

The tests were carried out in an approved laboratory 
in accordance with CSTB specification 3034V3.

TOP MOUNTING  
(Window frame fixing)

Width [mm]

Height 
[mm] 500 600 700 800 900 1 000 1 100 1 200 1 300 1 400 1 500 1 600 1 700 1 800 1 900 2 000

500

600

700

800

900

1 000

1 100

6.6 PVB 8.8 PVB5.5 PVB

DYNAMIC TEST PROCEDURES 

PERFORMANCE RETENTION SHOCKS

• Hard impact body with 3 J energy 

SAFETY SHOCKS 

•  Soft impact body with 900 J energy 
and 700 J energy

•  Hard impact body with 10 J energy 

SPECIFIC ATIONS

The tests were carried out in an approved laboratory 
in accordance with CSTB specification 3034V3.

SIDE MOUNTING  
(Facade fixing)

Width [mm]

Height 
[mm] 500 600 700 800 900 1 000 1 100 1 200 1 300 1 400 1 500 1 600 1 700 1 800 1 900 2 000

500

600

700

800

900

1 000

1 100

6.6 PVB 8.8 PVB5.5 PVB

STATIC TEST PROCEDURES

INWARD HORIZONTAL LOAD 

The guardrail is subjected to a horizontal static load (0.4 kN) applied at mid-length on the 
upper edge of the glass and directed from the outside to the inside.

HORIZONTAL OUTWARD LOAD

Control under operating load (SLS*) (0.6 kN/m, 1 kN/m, or 3 kN/m) directed from the inside 
to the outside.

This load is applied to the upper edge of the glass at 1.1 m above the «normal standing 
zone.»

Control under ultimate load (ULS**): 
The glass is subjected to a safety load for 15 minutes directed from the inside to the 
outside, equal to three times the operating load (according to the 3034 standard).

*SLS: Serviceability Limit State - **ULS: Ultimate Limit State
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SIDE MOUNT 
 

FINISH

006R2-110-0505-00 006R2-110-0606-00 006R2-110-0808-00 006R2-110-1010-00  RAW ALUMINUM

006R2-110-0505-01 006R2-110-0606-01 006R2-110-0808-01 006R2-110-1010-01  NATURAL ANODIZED ALUMINUM

006R2-110-0505-03W 006R2-110-0606-03W 006R2-110-0808-03W 006R2-110-1010-03W   WHITE 9016 SATIN (30% gloss)

006R2-110-0505-03G 006R2-110-0606-03G 006R2-110-0808-03G 006R2-110-1010-03G  GREY 7016 SATIN (30% gloss)

006R2-110-0505-03 006R2-110-0606-03 006R2-110-0808-03 006R2-110-1010-03  RAL (Color on request)

FREE LAYOUT FINISH

006R0-110-0505-00 006R0-110-0606-00 006R0-110-0808-00 006R0-110-1010-00  RAW ALUMINUM

006R0-110-0505-01 006R0-110-0606-01 006R0-110-0808-01 006R0-110-1010-01  NATURAL ANODIZED ALUMINUM

006R0-110-0505-03W 006R0-110-0606-03W 006R0-110-0808-03W 006R0-110-1010-03W   WHITE 9016 SATIN (30% gloss)

006R0-110-0505-03G 006R0-110-0606-03G 006R0-110-0808-03G 006R0-110-1010-03G  GREY 7016 SATIN (30% gloss)

006R0-110-0505-03 006R0-110-0606-03 006R0-110-0808-03 006R0-110-1010-03  RAL (Color on request)

TOP MOUNTING (FROM OUTSIDE) 
 

FINISH

006R1-110-0505-00 006R1-110-0606-00 006R1-110-0808-00 006R1-110-1010-00  RAW ALUMINUM

006R1-110-0505-01 006R1-110-0606-01 006R1-110-0808-01 006R1-110-1010-01  NATURAL ANODIZED ALUMINUM

006R1-110-0505-03W 006R1-110-0606-03W 006R1-110-0808-03W 006R1-110-1010-03W   WHITE 9016 SATIN (30% gloss)

006R1-110-0505-03G 006R1-110-0606-03G 006R1-110-0808-03G 006R1-110-1010-03G  GREY 7016 SATIN (30% gloss)

006R1-110-0505-03 006R1-110-0606-03 006R1-110-0808-03 006R1-110-1010-03  RAL (Color on request)

TOP MOUNTING (FROM INSIDE)
  

FINISH

006R3-110-0505-00 006R3-110-0606-00 006R3-110-0808-00 006R3-110-1010-00  RAW ALUMINUM

006R3-110-0505-01 006R3-110-0606-01 006R3-110-0808-01 006R3-110-1010-01  NATURAL ANODIZED ALUMINUM

006R3-110-0505-03W 006R3-110-0606-03W 006R3-110-0808-03W 006R3-110-1010-03W   WHITE 9016 SATIN (30% gloss)

006R3-110-0505-03G 006R3-110-0606-03G 006R3-110-0808-03G 006R3-110-1010-03G  GREY 7016 SATIN (30% gloss)

006R3-110-0505-03 006R3-110-0606-03 006R3-110-0808-03 006R3-110-1010-03  RAL (Color on request)

GLASS THICKNESS

05.05 
10.4> 11.9 mm

06.06 
12.4 > 13.2 mm

08.08 
16.2 > 18.2 mm

10.10 
20.4 > 22.2 mm

GLASS THICKNESS

05.05 
10.4> 11.9 mm

06.06 
12.4 > 13.2 mm

08.08 
16.2 > 18.2 mm

10.10 
20.4 > 22.2 mm

DRILLED KIT - Glass Height 1 100 mm

NON DRILLED KIT - Glass Height 1 100 mm

PRODUC TS  REFERENCES PRODUC TS  REFERENCES

SIDE MOUNTING 
 

FINISH

006R2-100-0505-00 006R2-100-0606-00 006R2-100-0808-00 006R2-100-1010-00  RAW ALUMINUM

006R2-100-0505-01 006R2-100-0606-01 006R2-100-0808-01 006R2-100-1010-01  NATURAL ANODIZED ALUMINUM

006R2-100-0505-03W 006R2-100-0606-03W 006R2-100-0808-03W 006R2-100-1010-03W   WHITE 9016 SATIN (30% gloss)

006R2-100-0505-03G 006R2-100-0606-03G 006R2-100-0808-03G 006R2-100-1010-03G  GREY 7016 SATIN (30% gloss)

006R2-100-0505-03 006R2-100-0606-03 006R2-100-0808-03 006R2-100-1010-03  RAL (Color on request)

TOP MOUNTING (FROM OUTSIDE) 
 

FINISH

006R1-100-0505-00 006R1-100-0606-00 006R1-100-0808-00 006R1-100-1010-00  RAW ALUMINUM

006R1-100-0505-01 006R1-100-0606-01 006R1-100-0808-01 006R1-100-1010-01  NATURAL ANODIZED ALUMINUM

006R1-100-0505-03W 006R1-100-0606-03W 006R1-100-0808-03W 006R1-100-1010-03W   WHITE 9016 SATIN (30% gloss)

006R1-100-0505-03G 006R1-100-0606-03G 006R1-100-0808-03G 006R1-100-1010-03G  GREY 7016 SATIN (30% gloss)

006R1-100-0505-03 006R1-100-0606-03 006R1-100-0808-03 006R1-100-1010-03  RAL (Color on request)

TOP MOUNTING (FROM INSIDE)
  

FINISH

006R3-100-0505-00 006R3-100-0606-00 006R3-100-0808-00 006R3-100-1010-00  RAW ALUMINUM

006R3-100-0505-01 006R3-100-0606-01 006R3-100-0808-01 006R3-100-1010-01  NATURAL ANODIZED ALUMINUM

006R3-100-0505-03W 006R3-100-0606-03W 006R3-100-0808-03W 006R3-100-1010-03W   WHITE 9016 SATIN (30% gloss)

006R3-100-0505-03G 006R3-100-0606-03G 006R3-100-0808-03G 006R3-100-1010-03G  GREY 7016 SATIN (30% gloss)

006R3-100-0505-03 006R3-100-0606-03 006R3-100-0808-03 006R3-100-1010-03  RAL (Color on request)

GLASS THICKNESS

05.05 
10.4> 11.9 mm

06.06 
12.4 > 13.2 mm

08.08 
16.2 > 18.2 mm

10.10 
20.4 > 22.2 mm

DRILLED KIT - Glass Height 1 000 mm

We offer custom kits based on the height of your glass and your chosen finish.

For any request, please contact us via email at info@sadev.com or by phone at +33 450 083 900.


